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Adputer Station HD Datasheet

Name

Type

Description

Processor

Intel Core i5 2400S Quad Core

Sandy Bridge LGA 1155, X86
2.50GHz, Max 3.3Ghz, 32nm
4 Cores/4 Threads 64-bit MMX
SSE4, AVX, 65W

Chipset + Graphics Integrated DirectX 10, Hardware Video
Accelerator

Memory DDR3 4GB SODIMM,1333/1066MHz

Connector (Side) 2x USB 3.0 USB3

1x HDMI/HDCP

1x LAN 10/100/1000Mb
1x WiFi 802.11n antenna
1x 4-in-1 Card Reader

HDMI w7.1 Channel Audio
Gigabit Ethernet RJ45
Antenna Connector
Multi-Card Reader

Connector (Back) WiFi Wireless-b/g/n, 300Mbps
e | 4xUSB2.0 USB2

SSD SATA Mini-SSD 60GB, 3Gb/s

Hard Disk Drive (optional) | SATA 3.5" 1TB, 3Gb/s Plus $150

Slim Optical Device DVD DVD+RW

Audio/Mic 2 Speakers 2.5W Speaker, Mic

Camera Webcam 1.3Mpixel

Power Supply Adapter 19V 150W, 100 ~ 240V

1.8m power cable

Power Consumption

TDP<100W

Operating Temperature

0 to 60 degree

Dimension All-In-One Form Factor 22.2" x17.3" x 2.36"
565(W)x440(H)x60(D)mm

Mount VESA VESA mountable

Weights 9.1Kg

Standards International Standards FCC, CE, RoHS Components

Operating System

Windows 7 64-bit

Applications Ladybug Player, Support DXVA1/2 Hardware
Ladybug Mixer Professional Acceleration
Remoter Server Full HD 1080p, 720p, 480p
PowerPoint Viewer
Youtube Flash Video
Media Support Video, Audio, Photo MP4,H.264 WMV ,AVI,DVD
MP3,JPG,PPT
Warranty 3 Years Limited Warranty
1 Year Limited Warranty for
Touch
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Adputer Station
¢ LED Panel
»21.5" wide screen
WebCam & Mic *16:9 Full HD
«1.3 millions pixels * Max resolution 1920 x 1080
«digital Mic * Resistive 10-finger multi-touch (optional)

Speakers
* Two 5W speakers

* Stereo




